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DS-7600NXI-1/S SERIES NVR

HIKVISION

Features and Functions

Professional and Reliable

e New logical and visualized GUI design

e Dual-0S design to ensure high reliability of system running

e ANR technology to enhance the storage reliability when the network is disconnected
Video Input and Transmission

e Up to 8/16/32-ch IP camera input for DS-7608/7616/7632NXI-12/4S

e Connectable to the third-party network cameras

Compression and Recording

e H.265+ compression effectively reduces the storage space and costs by up to 75%
e Recording at up to 12 MP resolution

HD Video Output

e HDMI/VGA output provided

e HDMI video output at up to 4K (3840 x 2160) resolution

Storage and Playback

e Up to 2 SATA interfaces for HDD connection

e 8/12-ch synchronous playback at up to 1080p resolution

e Normal/Important/Custom video playback

e Important files management

e HDD health monitoring

Smart & POS Function

e Supports multiple line crossing and intrusion VCA (Video Content Analytics) events
e Smart search for the selected area in the video; and smart playback to improve the playback efficiency
e POS information overlay on live view and playback

e POS triggered recording and alarm

Network & Ethernet Access

e Hik-Connect for easy network management

e Gigabit Ethernet network interface

www.hikvision.com
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Specification
DS-7608NXI-12/4S
8-ch
1-ch, RCA (2.0 Vp-p, 1 k Q)

DS-7616NXI-12/4S
16-ch

DS-7632NXI-12/4S
32-ch

80 Mbps/256 Mbps 160 Mbps/256 Mbps 256 Mbps/256 Mbps

12 MP/8 MP/6 MP/5 MP/4 MP/3 MP/1080p/UXGA/720p/VGA/ACIF/
DCIF/2CIF/CIF/QCIF

1-ch, BNC (1.0 Vp-p, 75 Q)

4K (3840 x 2160)/60Hz, 4K (3840 x 2160)/30Hz, 2K (2560 x 1440)/60Hz,

1920 x 1080/60Hz, 1600 x 1200/60Hz, 1280 x 1024/60Hz, 1280 x
720/60Hz, 1024 x 768/60Hz

1920 x 1080/60Hz, 1280 x 1024/60Hz, 1280 x 720/60Hz, 1024 x
768/60Hz

1-ch, RCA (Linear, 1 KQ)
H.265/H.265+/H.264/H.264+/MPEG4
8-ch 16-ch

12 x 1080p

False alarm filtering for 4-ch behavior (line crossing and intrusion)
detection for network camera with resolution less than or equal to 4

2 SATA interfaces for two 3.5-inch HDDs

Up to 8 TB capacity for each HDD

1, RJ-45 10/100/1000 Mbps self-adaptive Ethernet interface
Front panel: 1 x USB 2.0; Rear panel: 1 x USB 3.0

4/1

12 vDC

<40W

<15W

-10 °C to 55 °C (14 °F to 131 °F)
10 t0 90 %

1U chassis
380x315x51.5 mm (15.0"x 12.4" x 2.0")

<3kg (6.6 1b)
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Index Description Index | Description
1 AUDIO OUT 7 LAN Network Interface
2 AUDIO IN 8 12 VDC Power Input
3 VGA Interface 9 GND
4 ALARM IN/OUT 10 Power Switch
5 HDMI Interface 11 VIDEO OUT
6 USB 3.0 Interface

Available Models

DS-7608NXI-12/4S, DS-7616NXI-12/4S, DS-7632NXI-12/4S
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